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COMPONENTS

1Tools Needed:

2 3

Post 
(x1) 

Base Plate 
(x1)

3/8" Bolt 
(x1)

3/8" Lock 
Washer 
(x1)

Shown For 
Reference

Post

Sanitizer 1G Bottle 
Stand /

Sanitizer 2Ltr Bottle 
Stand 
(x1)

THIS COMPLETES ASSEMBLY 
OF THE HSS-PA, PUMP  

SANITIZER STAND

Phillips Screwdriver

Pliers

HSS-PPS 
Post Stand Assembly 

(x1)

HSS-BS1G  
Sanitizer 1G Bottle Stand 

(x1)
F04-620 

#3/8"-16 X 1.250"LG,  
Phillips Flat Head Machine 

Screw 
(x1)

F04-221 
3/8" Bolt 
(x1)

F06-017A* 
3/8" Lock 
Washer 
(x1)

* Save this document for future application, load rating and/or safety reference.

Phillips Flat 
Head Machine 

Screw
(x1)

HSS-BPA 
Base Plate Assembly 

(x1)

HSS-BS2L 
Sanitizer 2Ltr Bottle Stand 

(x1)

1/2" Flat 
Washer
(x1)

F06-117 
1/2" Flat Washer  

(x1)


