
LIONVILLE SYSTEMS MEDICATION CART

DRAWER CONFIGURATION CHANGE MODEL 
400 S/N 37370, 37371,37373, 37368

1. Remove the patient drawers from the right side of the cart.

2. Install right side drawer slides onto cart body in to the top drawer position using 8-32 x ¼” 
machine screws.

3. Install a 2nd set of slides in to the 4th drawer position.

a. Threaded inserts may need to be installed to mount this slide pair
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4. Install storage drawer detent blocks.

a. If you have preexisting holes

b. Place threaded inserts onto holes below slide for mounting detent. Secure with proper 
installation tool.

c. fasten detent ramps to these inserts with 6-32 x 5/8 screws

d. If there are no existing holes

e. Use template mark and drill #29 detent block holes

f. Install detent block with * sheet metal screws.

5. Remove the storage and patient drawer cassettes from the left side.

6. Install left side drawer slide in the 3rd drawer position.
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7. Install a 2nd set of slides in the 6th drawer position.

a. Threaded inserts may need to be installed for this slide pair.

8. Repeat detent block installation step 4 for left side of cart body.

9. Install spacer shelf between 2nd and 3rd storage drawer left side only

a. If mounting holes are present then mount shelf above third storage drawer.

b. If no mounting hole s are present.

c. Place spacer shelf on top of slide mark mounting holes.

d. Remove shelf and drill #29 hole just above the mark that you made this will provide the 
spacing required.
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10. Install storage drawers back into cart.



400  S/N37370,  37371,37373,  37368

2.  Installez  les  glissières  du  tiroir  latéral  droit  sur  le  corps  du  chariot  dans  la  position  du  tiroir  supérieur  en  utilisant  8-32  x  ¼"

un.  Des  inserts  filetés  devront  peut-être  être  installés  pour  monter  cette  paire  de  glissières

1.  Retirez  les  tiroirs  patient  du  côté  droit  du  chariot.

MODÈLE  DE  CHANGEMENT  DE  CONFIGURATION  DES  TIROIR

3.  Installez  un  deuxième  jeu  de  glissières  dans  la  position  du  quatrième  tiroir.

CHARIOT  À  MÉDICAMENTS  LIONVILLE  SYSTEMS

vis  à  métaux.
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4.  Installez  les  blocs  de  détente  du  tiroir  de  rangement.

6.  Installez  la  glissière  du  tiroir  latéral  gauche  dans  la  troisième  position  du  tiroir.

c.  fixez  les  rampes  de  détente  à  ces  inserts  avec  des  vis  6-32  x  5/8
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un.  Si  vous  avez  des  trous  préexistants
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b.  Placez  les  inserts  filetés  sur  les  trous  sous  la  glissière  pour  le  montage  de  la  détente.  Sécurisez  avec  le  bon

F.  Installez  le  bloc  de  détente  avec  *  vis  à  tôle.
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5.  Retirez  les  cassettes  de  rangement  et  du  tiroir  patient  du  côté  gauche.

d.  S'il  n'y  a  pas  de  trous  existants

e.  Utilisez  la  marque  du  gabarit  et  percez  les  trous  du  bloc  de  détente  n°  29.
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un.  Des  inserts  filetés  devront  peut-être  être  installés  pour  cette  paire  de  glissières.

9.  Installez  la  tablette  d'espacement  entre  le  2e  et  le  3e  tiroir  de  rangement,  côté  gauche  uniquement.

c.  Placez  l'étagère  d'espacement  au-dessus  des  trous  de  montage  des  marques  coulissantes.

8.  Répétez  l'étape  4  d'installation  du  bloc  de  détente  pour  le  côté  gauche  du  corps  du  chariot.

7.  Installez  un  2ème  jeu  de  glissières  dans  la  6ème  position  du  tiroir.
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b.  Si  aucun  trou  de  montage  n’est  présent.
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espacement  requis.

un.  Si  des  trous  de  montage  sont  présents,  montez  l'étagère  au-dessus  du  troisième  tiroir  de  rangement.
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d.  Retirez  l'étagère  et  percez  le  trou  n°  29  juste  au-dessus  de  la  marque  que  vous  avez  faite,  cela  fournira  le
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10.Réinstallez  les  tiroirs  de  rangement  dans  le  chariot.
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