
LIONVILLE SYSTEMS MEDICATION CART

Front Pull-Out Keyboard Tray Installation

1. Remove storage and patient drawers from cart body.

2. Remove existing drawer slides in the top 2 drawer positions.

3. Using Template provided attach to side of cart body using slide screws on the 2nd slide 
position mounting holes at bottom of template.
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4. Mark and drill (4) ¼” mounting holes for 800 pull out tray slides on both left and right side.

5. Install #8 threaded inserts 2 places on each side using compression tool.

6. Install roller catch between center and right latch rail. If there are no mounting holes contact 
lionville for template to install roller catch.
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7. Mount tray slides using #8 button head screws secure with 3/32” hex driver.

8. Mount tray to slide using # 6 button head screw secure with 5/64” hex driver.

9. Install keyboard onto tray route keyboard cable with spiral wrap and secure to top center then to 
access hole right rear corner secure with adhesive clamp.

10. Check movement of keyboard cable that there is no binding when tray is moved in and out.
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2.  Retirez  les  glissières  de  tiroir  existantes  dans  les  2  positions  supérieures  du  tiroir.

1.  Retirez  les  tiroirs  de  rangement  et  les  tiroirs  patient  du  corps  du  chariot.
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positionnez  les  trous  de  montage  au  bas  du  gabarit.
3.  À  l'aide  du  gabarit  fourni,  fixez-le  sur  le  côté  du  corps  du  chariot  à  l'aide  des  vis  coulissantes  sur  la  2ème  glissière.
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4.  Marquez  et  percez  (4)  trous  de  montage  de  ¼"  pour  les  glissières  de  plateau  extractibles  800  sur  les  côtés  gauche  et  droit.
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6.  Installez  le  loquet  à  rouleau  entre  le  rail  de  verrouillage  central  et  droit.  S'il  n'y  a  pas  de  trous  de  montage,  contactez  Lionville  pour  
obtenir  un  modèle  permettant  d'installer  le  loquet  à  rouleau.
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5.  Installez  les  inserts  filetés  n°  8  à  2  endroits  de  chaque  côté  à  l'aide  de  l'outil  de  compression.
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10.  Vérifiez  le  mouvement  du  câble  du  clavier  pour  vous  assurer  qu'il  n'y  a  pas  de  liaison  lorsque  le  plateau  est  déplacé  vers  l'intérieur  et  vers  l'extérieur.

7.  Montez  les  glissières  du  plateau  à  l'aide  de  vis  à  tête  bouton  n°  8  fixées  à  l'aide  d'un  tournevis  hexagonal  de  3/32".
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trou  d'accès  coin  arrière  droit  fixé  avec  une  pince  adhésive.
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9.  Installez  le  clavier  sur  le  plateau,  acheminez  le  câble  du  clavier  avec  une  pellicule  en  spirale  et  fixez-le  en  haut  au  centre,  puis  à
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8.  Montez  le  plateau  sur  la  glissière  à  l'aide  d'une  vis  à  tête  ronde  n°  6  fixée  à  l'aide  d'un  tournevis  hexagonal  de  5/64".
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