
C5® 3 Series  
Pizza Heated Holding & Proofing Cabinets

Pizza  
perfect.

R

C5® 3 Series with Insulation Armour™  
Keep pizza hot & fresh.
The world loves pizza...what better way to make everyone happy 
than to deliver perfect pizza every time? The Metro C5 3 Series  
is perfect to hold orders of any size and shape hotter & longer.  
Clear doors make it easy to see customer orders without having to 
open the cabinet. You can choose between a holding only module 
or holding & proofing module for additional functionality.

Available  
Colors



LO8-025
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Hold, or Hold & Proof with two module options.

Great value  
for the dough.

See & hold everything.
 

INCLUDES 4 ADJUSTABLE  
WIRE SHELVES

HOLDING & PROOFING MODULEHOLDING MODULE

Model # C539-CDC-UA
C5-SHELFONLY-9S

Color* Red

Model # C539-HDC-UA
C5-SHELFONLY-9S

Color* Red

*Red part numbers listed above. For Blue add -BU, for Gray add -GY. ie. C539-CDC-BUA.
Note: Additional door, size, and power options available. Contact your Metro representative for details.

Cabinet Height
9 = Full Height
7 = 3/4 Height
5 = 1/2 Height

Slide Type
U = Universal Wire
L = Lip Load Aluminum
4 = Fixed Wire

Module Type
H = Heated Holding
C = Combination
M = Moisture

C5 3 9 - C DS - U A

Add “A” suffix for cabinets with
factory installed accessories. 
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NEMA 5-20P 
120V, 60Hz, 2000W
(Holding, Combination, Moisture)

Add “L” or “X” for alternate electrical configurations (no upcharge)

C539-CLDS-U 

C539-CXDS-U 
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NEMA 5-15P 
120V, 60Hz, 1440W
(Holding , Combination)

NEMA 6-15P 
220-240V, 50/60Hz, 1681-2000W
(Holding, Combination, Moisture)

Model Number Description

Door Style
FS = Full Length Solid
FC = Full Length Clear
DS = Dutch Solid*
DC = Dutch Clear*

*Only available on full height

Cabinet Height
9 = Full Height
7 = 3/4 Height
5 = 1/2 Height

Slide Type
U = Universal Wire
L = Lip Load Aluminum
4 = Fixed Wire

Module Type
H = Heated Holding
C = Combination
M = Moisture

C5 3 9 - C DS - U A

Add “A” suffix for cabinets with
factory installed accessories. 
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Additional shelving can be added.


