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Stainless Steel /  
Metroseal Gray Pan Racks

Metro Super Erecta® Stainless/Metroseal 
Pan Racks offer stainless steel wire slides with 
Metroseal Gray epoxy structure for the perfect 
balance of performance and affordability

Features & Benefits: 
• Type 304 stainless steel slides

• Polymer rust-resistant casters.

• 12-year Corrosion warranty on posts and frames

• End and Side Load models

• Available 1 ½” and 3” Slide Spacing

• Lightweight and easily maneuverable

• Locking casters secure unit in place

• Quick, easy assembly

• Compact pack, UPS Shippable 

Item # ______________________________________________

Job ________________________________________________

Item # ______________________________________________

Job ________________________________________________

12-YEAR CORROSION 
WARRANTY
Metroseal Epoxy Coating 
with Microban.

Metroseal™ 
Gray

Side-Load

End-Load
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Stainless Steel /  
Metroseal Gray Pan Racks13
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Specifications: 
• Slides: Type 304 Stainless Steel Wire
• Frames, Posts: Metroseal Gray Epoxy
• Caster: 5” dia. Rust Proof Polymer Stem Casters, 2 with brakes
• Height of all racks: 69 in. (1750 mm)

Width / Length 
(in.)    (mm)

Slide Spacing 
(in.)    (mm) Rack Type

Pan Capacity
Cat. No.No. Pans (in.) (mm)

23.25x28.75 552x685 1.4 35.6 End-Load 40 18x26 457x660 RE1K4S
23.25x28.75 552x685 3 76 End-Load 20 18x26 457x660 RE3K4S
20.75x31.25 495x762 1.4 35.6 Side-Load 40 18x26 457x660 RS1K4S
20.75x31.25 495x762 3 76 Side-Load 20 18x26 457x660 RS3K4S

Weight Load Capacity: 30 lbs. (13.6kg) per level; 200 lbs. (91kg) per rack.

1 41/64" O.C.1 15/32"

RE1K4S/RS1K4S Slide Spacing

3 1/64" 3 3/16" O.C.

RE3K4S/RS3K4S Slide Spacing

*14 35/64" - End Load
*22 35/64" - Side Load

1 7/8"
*18 19/64" Clearance Between Stop - End Load
*26 19/64" Clearance Between Stop - Side Load

1 41/64" O.C.1 15/32"

RE1K4S/RS1K4S Slide Spacing

3 1/64" 3 3/16" O.C.

RE3K4S/RS3K4S Slide Spacing

*14 35/64" - End Load
*22 35/64" - Side Load

1 7/8"
*18 19/64" Clearance Between Stop - End Load
*26 19/64" Clearance Between Stop - Side Load

1 41/64" O.C.1 15/32"

RE1K4S/RS1K4S Slide Spacing

3 1/64" 3 3/16" O.C.

RE3K4S/RS3K4S Slide Spacing

*14 35/64" - End Load
*22 35/64" - Side Load

1 7/8"
*18 19/64" Clearance Between Stop - End Load
*26 19/64" Clearance Between Stop - Side Load

Post connector.

Type 304  
stainless steel slides.


